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KISTOCK DATALOGGER
HVAC range: KT 120 / KH 120

●

●

●

●

● IP65 (KT120) and IP40 (KH120) housing

100 x 42.5 x 15.9 mm

53 g

1 line LCD screen

1 OK key
1 Selection key

ABS housing

IP65: KT120
IP40: KH120

1 USB A male input

1 x CR2450 (button battery3)

Hygrometry: from 0 to 95 %RH
Maximum altitude: 2000 m

KT 120 KH 120

°C, °F °C, °F, %HR

0.1 °C, 0.1 °F 0.1 °C, 0.1 °F, 0.1 %HR

USB connector

NTC CMOS

From -40 to +70 °C 
 From -20 to +70 °C

 From 5 to 95 %RH

±0.4 °C
(-20 °C<T<+70 °C)

±0.8 °C
(beyond)

Temperature:
From -20 to 0 °C: ±2 % of the reading ± 0.6 °C

From 0 to 30 °C: ± 0.5 °C
From 30 to 70 °C: ± 1.5 % of the reading

Humidity: Accuracy (Repeatability,
linearity, hysteresis): 

±2 %RH (from 15 °C to 25 °C)
Factory calibration uncertainty: ±0.88 %RH

Temperature dependence:
±0.04 x (T-20) %RH (if T≤15 °C or T≥25 °C)

50 000

From -40 to +70 °C From -20 to +70 °C

From -40 to +85 °C

3 years2 500 days2

2011/65/EU RoHS II ; 2012/19/EU WEEE ; 2004/108/EC EMC ; 2006/95/EC

1 All accuracies indicated in this document were stated in laboratory conditions and can be guaranteed for measurement carried out in the 
  same conditions, or carried out with calibration compensation.
2 On the basis of 1 measurement each 15 minutes at 25 °C.
3 The battery must be in compliance with the 60086-4 standard.

온도 / 습도

특징

표시 단위

분해능

외부 입력

내장 센서

센서 타입

온도 온도 / 습도

측정 범위 온도
습도

정확도

알람 설정

저장 메모리

측정 주기 1분 ~ 24시간

채널당 2 setpoint alarms

작동 온도

보관 온도

베터리 수명

유럽 규격

크기

무게

화면

화면 크기 : 32 x 25.5mm

조작 키

재질

보호 등급

베터리

PC 연결

사용 환경

공기, 뉴트럴 가스

통합 소프트웨어 및 PDF 형태의 
 보고서 시각화 가능

최대 2가지 파라미터 기록 가능

2 구간 알람 설정 가능

1 라인 LCD 화면

후면 자석 내장
50,000 포인트 저장

소프트웨어 없이 자체 PDF양식으로
 구성 가능

외형제품 사양

1

1



DIMENSIONS (mm)

CONNECTIONS

PC connection input

RECORDER FUNCTION
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DISPLAY

 END

 REC

FULL

BAT

 MIN 

 MAX

(KH 120).

MOUNTING

SOFTWARE

● Configuration and data processing software
KILOG software enables to configure, save and process your data in a 
very simple way.

● Software only: Ref. KILOG-3-N

● Integrated software in PDF format
Enables to unload the recorded data (graphs and points statements)
and the datalogger configuration.

KISTOCK을 이용하여 순시적으로 측정 또는 간격을 설정 하여 측정 하거나

멈추지 않고 순환하여 저장 할 수 있습니다(루프기록 옵션)

3가지 시작 방법

지정된 날짜 및 시간

소프트웨어를 통해

OK 버튼을 눌러서 시작

6가지 정지 방법

지정된 날짜 및 시간에 따라(같은 방법으로 시작된 경우)

기록 기간에 따라

저장 횟수에 따라

저장 메모리에 따라

소프트웨어의 정지 버튼을 눌러

제품의 OK 버튼을 눌러 정지(구성시 버튼정지 기능 체크시)

데이터셋 완료

점멸시 : 기록 대기
점멸 아닐시 : 기록중

천천히 점멸 : 저장용량 80~90% 사용

빠르게 점멸 : 저장용량 90~100% 사용

점멸 아닐시 : 저장용량 100% 사용

베터리 부족시

채널 번호 표시

표시된 채널의 최소 / 최대 값

알람 하한치 / 상한치 표시

섭씨 단위 표시

화씨 단위 표시화씨 단위 표시

습도 단위 표시

자석 내장

베터리 커버

그림과 같이 돌려 잠금 또는 해제

USB 커버

USB 단자

KISTOCK 후면엔 자석이 내장 되어있어

측정공간에 쉽게 부착 할 수 있습니다.



ACCESSORIES

●  1 CR2450 battery: Ref. KBL-2450

REPLACE THE BATTERY

With 500 days to 3 years* of battery life, 
KISTOCK devices guarantee long-term 
measurements.

To replace the battery:

CALIBRATION

GUARANTEE PERIOD

KISTOCK dataloggers have 1-year guarantee for any manufacturing defect (return to our 
After-sales service required).

➢ Unlock the battery hatch.

➢ Insert the battery (CR 2450 button 
 battery**) with the + pole visible.

➢ Replace the battery hatch with the
 indicator in front of the opened padlock 
 and close it by turning it towards the 
 right in order to make correspond the 
 indicator with the closed padlock. 

Only the accessories supplied with the device must be used

MAINTENANCE

Please avoid any aggressive solvent.
Please protect the device from any cleaning produce containing formalin, that may be 
used for cleaning rooms and ducts.

PRECAUTIONS FOR USE

Please always use the device in accordance with its intended use and within parameters 
described in the technical features in order not to compromise the protection ensured by 
the device.

All the KISTOCK devices have an integrated adjustment certificate in the memory in PDF 
format which can be visualized and printed easily.
A calibration certificate is available as option in paper format. We recommend to carry out 
a yearly checking.

* On the basis of 1 measurement each 15 minutes at 25 °C.
** The battery must be in compliance with the 60086-4 standard.
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BE CAREFUL! Material damages can happen, so please apply the precautionary measures indicated.

Once returned to KIMO, required waste collection will be assured in the respect of the environment in accordance to guidelines relating to WEEE.


